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Aluminum Composite Panel
	

	· Model No : Aluminum Composite Panel 

· Product Name : Other Related Materials 

· FOB Port : NINGBO PORT 

· Payment terms: T/T, L/C or negotiate 

· Contact Person : Ms.Suaad Fan 

· Delivery Lead Time : 7-20days 

· View PDF file :  HYPERLINK "http://xwh/document/Aluminum_Composite_Panel.pdf" \t "_parent" 
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· View Word file : 
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The Detail Description of Aluminum Composite Panel:

Aluminum Composite panel is a new material after a series of processing. Aluminum sheet is used as surface which have been polished and coated with lacquer, poly-ethylene is its core layer.

Since aluminum composite panel is composed by two different materials(metal and the nonmetal) , it keeps the main characteristics of the original materials(metal aluminum , the nonmetal polyethylene plastic).

On the other hand , it can overcome the deficiency of the original materials and get numerous excellent performances , such as : luxurious , colorful decorating , anti-corrosion , anti-hitting , fire prevention , damp-proof , sound insulation , heat   insulation , aseismatic, light, apt to process , easy to install and carry . It has the contribute to shorten the construct period and bring this material to a wide application prospect in not far future.

Detailed Product Description (Standard)
Materials: 

Front side: aluminum roll coated with PVDF and polyester / grain / wood grain

Core: plastic fireproof material 

Rear side: aluminum coated with polyester 
Specifications: 

Aluminum thickness: 

(a) 0.04mm (b) 0.06mm (c) 0.08mm (d) 0.10mm 

(e) 0.12mm (f) 0.15mm (g) 0.18mm (h) 0.20mm 

(i) 0.25mm (j) 0.30mm (k) 0.35mm (l) 0.40mm 

(m) 0.45mm (n) 0.50mm 

Panel thickness: 

(a) 1.4mm (b) 1.6mm (c) 1.8mm (d) 2.0mm   

(e) 2.3mm (f) 2.5mm (g) 2.8mm (h) 3.0mm   

(i) 4.0mm 

Standard size (W x H x T): 

(a) 1,220 x 2,440 x 3mm    

(b) 1,220 x 2,440 x 4mm 

Normal color: 48 colors 

Non-standard sizes and special colors: available according to customers' requests 

Characteristics: 

(a) Light weight and easy to process 

(b) High peeling strength 

(c) Super weather resistance 

(d) Excellent impact resistance 

(e) Excellent fireproof feature 

(f) Easy to maintain

If you have any further inquiry, please fell free 











