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	Ningbo MEC Industry And Trade Co., Ltd.

	
	Tel
	: 0086-574-66831478/ 87383760

	
	Fax
	: 0086-574-87383750

	
	Email
	: sales@nbmec.com , sales@signmaker.cn 

	
	Website
	: www.nbmec.com , www.signmaker.cn 



Inkjet Solvent Printer FY-3208H
	

	· Model No : Inkjet Solvent Printer FY-3208H 

· Product Name : Inkjet Solvent Printer 

· FOB Port : NINGBO PORT 

· Payment terms: T/T, L/C or negotiate 

· Contact Person : Ms.Suaad Fan 

· Delivery Lead Time : 7-20days 

· View PDF file :  HYPERLINK "http://www.signmaker.cn/document/Inkjet_Solvent_Printer_FY-3208H.pdf" \t "_blank" 
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Inkjet Solvent Printer FY-3208H 

· View Word file : 
Inkjet Solvent Printer FY-3208H
 




The Detail Description of Inkjet Solvent Printer FY-3208H :
INTRODUCE
Equipped with Japanese industrial piezo printhead which comes with 510 nozzles, printing width of 71.8mm and resolution of 720dpi

  > Panasonic AC Servo Motor is used to run the carriage quicker and more stable

   > Double 4 color printing, the standard output reaches 76 m2/hr

   > Individual color purging system minimizes the waste of ink

   > 3 way intelligent heater (PRE/PRINT/POST) helps bring more vivid output

   > The entire printing platform and the girder are made of the alloy aluminum which is more strong and flat

· Optical fiber connection guarantees fast and stable data transferring
DATA
	Model
	FY-3208H

	Printhead
	Drop on demand Piezo Head(SPT510-35PL)

	Mumber of Printhead
	8 Heads 

	Maximun Print Width
	3,200mm(125.98")

	Print Speed* 
	101m2/hr 360X360dpi 1Pass 

	
	76 m2/hr 240X720dpi 2Pass 

	
	51m2/hr 240x1080dpi 3Pass 

	
	34m2/hr 360x1080dpi 3Pass 

	
	26m2/hr 720x720dpi 4Pass 

	Media
	Max.width
	3,300mm(129.92') 

	
	Max.Weight
	 120kg

	
	Type
	Frontlit,Backlit,Vinyl,Polyester,Window Film,Mesh,Leather,Backlit Film,Blue Back Paper

	
	Thickness
	4mm(Max.)

	Heating System
	Equipped

	Auto Media Feeding&Take-up System
	Equipped 

	Ink
	Type
	Solvent, Eco-Solvent

	
	Capacity
	1L or 5L per Color Main Tank

	Auto Cleaning System
	Positive Pressure Cleaning,Anti-Clogging Flash Function&Capping System

	Print Interface
	Optical Fiber

	Power Specification
	AC 220V/230V 50Hz/60Hz 2300W

	Operational Environment
	Temperature:20-28    Humidity:40%-60%

	Compatible RIP Software
	Photoprint,UltraPrint,Topaz,Wasatch,Caldera,Maitop

	Dimension
	Machine
	L4,520mm X W860mm X H1,340mm

	&Weight
	Packae
	L4,630mm X W880mm X H1,050mm 


If you have any further inquiry, please feel free 


or 









